
 

 
 

 
 

 

11YSL11Y-JZ 
300/500V 

 
 
 
 

 
Construction 

Conductor Stranded bare copper, class 6, 

Insulation 
Core identification 
Lay-up 
Separator 
Outer sheath 
Sheath color 

PUR, TMPU 
Black (white numbered) + Green-yellow 
Cores stranded in layers 
Non-woven tape 
PUR (Oil resist.) 
RAL 7001 Grey 

 

Marking 
BİRİKİM KABLO “Lot No” “Product Code” 11YSL11Y-JZ Week/Year CE RoHS + meter marking 

 
Technical data 

Working temperature Moved -40 °C to +80 °C 
Fixed -50 °C to +80 °C 

Voltage rating 
Test voltage 
Bending radius 

300/500 V 
2500 V 
fixed 5 x cable diameter 
Flexible 10 x cable diameter 

 
estimated number of fold-unbend cycles 

 
 

These cables are used for drag chains 
 

 
Technical and dimension table 

No of cores and Insulation 

cross section diameter 

10 million 
 
 
 
 
 
 

Outer 

dimension 

 
 
 
 
 
 
 

Cable weight 

 
 
 
 
 
 
 

Conductor 

resistance at 20 

°C 

 
 
 
 
 
 
 

Insulation 

resistance at 20 

°C 

 
Nom. Nom. Nom. Max. Min. 

N x mm² (mm) (mm) (kg/km) (Ω/km) (MΩ/km) 

4 G 2,5 2,75 11,20 263,0 26,0 20 

12 G 0,75 2,75 15,40 250,0 26,0 20 

3 G 1,0 2,90 10,20 120,0 26,0 20 

5 G 1,0 2,90 11,70 160,0 19,50 20 

5  G 1,5 2,90 12,60 185,0 19,80 20 

 

 

      

      

      

No 

Technical Data Sheet 
STD/1146 

Rev. 
00 

Page 1 / 1 Date 20.09.2023 



 

*The values can have small deviations 
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