
Industrial machinery

Heating and air-conditioning systems

Conveyor and transport systems

Dry,moist and wet places

In places where low mechanical stresses exist

In layers (with yarn fillers if necessary)

Pet tape

Tinned copper braid (Approx. %70)

RAL 7001 Grey

Technical characteristics

Colour code (Technical information JB colour code)

2,5 25

1,5

Cable type /Cross-section

YSLCY-JZ 4G1.0 mm² 81,0   6,80 ± 10%

2,5 7,98

1,5 13,3

YSLCY-JZ 4G4 mm²

10xD                           

Bending radius       

DIN VDE 0295;IEC 60228;EN 60228 Cl 5 stranded electrolytic copper

>20 300/500V             2000

MΩxkm

20

1 16

13

0,5 6

0,75

Operating voltage

-5 ºC+50 ºC                           

Fixed                            

-30 ºC+70 ºC             

Constant motion

Temperature range

Black insulated with white number impirinted (+Green/Yellow for -JZ)

Separator

EN 50363-3 TI2 Pvc compound

EN 50290-2-22 Pvc compound

0,75 26

0,5 39

mm² A °CV

Test voltage Current carrying capacity

YSLCY-JZ

300/500VRef. TSE K 373

mm² Ω/km U₀/U

Conductor resistance Insulation resistance

Application

Construction

Conductor

Insulation

Colour code

Stranding

250,0 11,25± 10%

Screen

Outer sheath

Outer sheath colour

Outer diameter          

     approx  mm

Cable Weight           

       (Kg/Km)

OZ without green-yellow grounding

JZ with green-yellow grounding

JB

1 19,5

CONTROL CABLES    
YSLCY-JZ/OZ

KASTRO KABLO SAN.TİC. A.Ş

Çerkezköy O.S.B Karağaç Mah.Fatih Bulvarı No:30 /J Kapaklı / Tekirdağ – TÜRKİYE

T : 0.(282) 758 23 24 (pbx)  info@kastrokablo.com - satis@kastrokablo.com  - export@kastrokablo.com

www.kastrokablo.com


